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A metaphor of the sunrise, emitting the first light from 
the ocean’s  hor izon,  DAWN br ings a  new day and a new 
lighting experience. Beneath what appears to be seemingly 
simple, exists an optical zoom lens, allowing you to make 
your own luminaire statement.

Admire its ease of use, turn up to distribute marvelous 
i l lumination,  or  turn down to transform into a spotl ight. 
Combine superior lighting performance with pure practicality 
to deliver multi-functional results.

旦的古字形象取自太陽從地平面升起的意象，是一日之始的拂曉、
白晝與光亮。當日光嶄露之時，如初的曙光以純粹之姿洗禮大地，令人
浸沐在晨曦萬變的溫轉光流之中，著迷於生息不止的自然饗宴。 

在極簡乾淨的外型下藏有聰明的內涵，透過「雙螺旋」機械原理調
整「變焦透鏡」，賦予光的多變能力：調整照射角度、範圍與光強度，
如陽光隨時間推移，篩落不同角度的粗細光束。優異的變焦功能適應多
元使用情境，旋上：光束角大、光氛柔和舒適；旋下：光束角小、聚焦
的光捕捉視覺重點。

By  Chen, Chao Cheng 陳昭成

DAWN 旦 www.seeddesign.tw
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Measurement : centimeter / inches

matt black + sand gold matt black + shiny black

Dawn  Pendant P1

Dawn  Pendant PR1

Model
SLD-81P

Model
SLD-81PR

Light Source
LED 6.5W 3000K CRI 95 323lm 
R9=88 Rg=100±1

Light Source
LED 6.5W 3000K CRI 95 323lm 
R9=88 Rg=100±1

Weight
1.1kg / 2.4lb

Weight
1.7kg / 3.8lb

shiny copper

shiny copper

matt black + sand gold

matt black + shiny black

matt black + shiny black

matt black + sand gold

Color
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Canopy A100-1
matt black

Feature
Zoom optic between 42-72°

Feature
Zoom optic between 42-72°

8cm / 3.1”

26cm /  10.2”

Material
aluminum, steel, acrylic

Material
aluminum, steel, acrylic

Bracket  A10
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40°
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290°

調節透鏡與 LED 距離
可改變光束角

調節透鏡與 LED 距離
可改變光束角

Beam angle is adjustable 
by rotating the lens shade

Beam angle is adjustable 
by rotating the lens shade

42°-72°

42°-72°
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DAWN 旦 www.seeddesign.tw

A metaphor of the sunrise, emitting the first light from 
the ocean’s  hor izon,  DAWN br ings a  new day and a new 
lighting experience. Beneath what appears to be seemingly 
simple, exists an optical zoom lens, allowing you to make 
your own luminaire statement.

Admire its ease of use, turn up to distribute marvelous 
i l lumination,  or  turn down to transform into a spotl ight. 
Combine superior lighting performance with pure practicality 
to deliver multi-functional results.

旦的古字形象取自太陽從地平面升起的意象，是一日之始的拂曉、
白晝與光亮。當日光嶄露之時，如初的曙光以純粹之姿洗禮大地，令人
浸沐在晨曦萬變的溫轉光流之中，著迷於生息不止的自然饗宴。 

在極簡乾淨的外型下藏有聰明的內涵，透過「雙螺旋」機械原理調
整「變焦透鏡」，賦予光的多變能力：調整照射角度、範圍與光強度，
如陽光隨時間推移，篩落不同角度的粗細光束。優異的變焦功能適應多
元使用情境，旋上：光束角大、光氛柔和舒適；旋下：光束角小、聚焦
的光捕捉視覺重點。

By  Chen, Chao Cheng 陳昭成
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shiny copper

Measurement : centimeter / inches

matt black + sand gold

Dawn  Pendant PL4

Model
SLD-61PL4

Light Source
LED 4 x 5W 3000K CRI 95 1143lm 
R9=88 Rg=100±1

Weight
2.9kg / 6.4lb

copper 

matt black + sand gold

Color
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Canopy C2
matt black

Feature
Zoom optic between 42-72°
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Material
aluminum, steel, acrylic

Bracket  C2

調節透鏡與 LED 距離
可改變光束角

Beam angle is adjustable 
by rotating the lens shade

matt black + shiny black

matt black + shiny black

42°-72°
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A metaphor of the sunrise, emitting the first light from 
the ocean’s  hor izon,  DAWN br ings a  new day and a new 
lighting experience. Beneath what appears to be seemingly 
simple, exists an optical zoom lens, allowing you to make 
your own luminaire statement.

Admire its ease of use, turn up to distribute marvelous 
i l lumination,  or  turn down to transform into a spotl ight. 
Combine superior lighting performance with pure practicality 
to deliver multi-functional results.

旦的古字形象取自太陽從地平面升起的意象，是一日之始的拂曉、
白晝與光亮。當日光嶄露之時，如初的曙光以純粹之姿洗禮大地，令人
浸沐在晨曦萬變的溫轉光流之中，著迷於生息不止的自然饗宴。 

在極簡乾淨的外型下藏有聰明的內涵，透過「雙螺旋」機械原理調
整「變焦透鏡」，賦予光的多變能力：調整照射角度、範圍與光強度，
如陽光隨時間推移，篩落不同角度的粗細光束。優異的變焦功能適應多
元使用情境，旋上：光束角大、光氛柔和舒適；旋下：光束角小、聚焦
的光捕捉視覺重點。

By  Chen, Chao Cheng 陳昭成
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Dawn  Floor

Model
SLD-81F

Light Source
LED 6W 3000K CRI 95 297lm
R9=88 Rg=100±1

Weight
3.4kg / 7.5lb

matt black + sand gold

Measurement : centimeter / inches

Color
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Feature
Zoom optic between 42-72°

Material
aluminum, steel, acrylic

matt black + sand gold

Dawn  Table

Model
SLD-61D

Light Source
LED 6W 3000K CRI 95 297lm
R9=88 Rg=100±1

Weight
1.7kg / 3.8lb

Color

17cm / 6.7”
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Feature
Zoom optic between 42-72°

Material
aluminum, steel, acrylic

40˚

40˚

調節透鏡與 LED 距離
可改變光束角

調節透鏡與 LED 距離
可改變光束角

Beam angle is adjustable 
by rotating the lens shade

Beam angle is adjustable 
by rotating the lens shade

matt black + shiny black

matt black + shiny black

matt black + shiny black

42°-72°

42°-72°
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DAWN 旦 www.seeddesign.tw

A metaphor of the sunrise, emitting the first light from 
the ocean’s  hor izon,  DAWN br ings a  new day and a new 
lighting experience. Beneath what appears to be seemingly 
simple, exists an optical zoom lens, allowing you to make 
your own luminaire statement.

Admire its ease of use, turn up to distribute marvelous 
i l lumination,  or  turn down to transform into a spotl ight. 
Combine superior lighting performance with pure practicality 
to deliver multi-functional results.

旦的古字形象取自太陽從地平面升起的意象，是一日之始的拂曉、
白晝與光亮。當日光嶄露之時，如初的曙光以純粹之姿洗禮大地，令人
浸沐在晨曦萬變的溫轉光流之中，著迷於生息不止的自然饗宴。 

在極簡乾淨的外型下藏有聰明的內涵，透過「雙螺旋」機械原理調
整「變焦透鏡」，賦予光的多變能力：調整照射角度、範圍與光強度，
如陽光隨時間推移，篩落不同角度的粗細光束。優異的變焦功能適應多
元使用情境，旋上：光束角大、光氛柔和舒適；旋下：光束角小、聚焦
的光捕捉視覺重點。

By  Chen, Chao Cheng 陳昭成
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Measurement : centimeter / inches

Dawn  Wall 

Dawn  Ceiling & Wall

Model
SLD-61WRTE

Model
SLD-61CW

Light Source
LED 5W 3000K CRI 95 237lm
R9=88 Rg=100±1

Light Source
LED 5W 3000K CRI 95 237lm
R9=88 Rg=100±1

Weight
0.8kg / 1.8lb

Weight
0.8kg / 1.8lb

Color

Color
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Canopy A100-2 
matt black

Canopy A100-3  
matt black

10cm / 3.9”

10cm / 3.9”

copper matt black + sand gold

Feature
Zoom optic between 42-72°

Feature
Zoom optic between 42-72°

copper 

copper 

matt black + sand gold ring

matt black + sand gold ring
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Material
aluminum, steel, acrylic

Material
aluminum, steel, acrylic

調節透鏡與 LED 距離
可改變光束角

調節透鏡與 LED 距離
可改變光束角

Beam angle is adjustable 
by rotating the lens shade

Beam angle is adjustable 
by rotating the lens shade

matt black + shiny black

matt black + shiny black

matt black + shiny black

42°-72°

42°-72°


